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1U Rackmount Network Appliance with Marvell® ARMADA® 88F8040
High-Performance Quad-Core CPU

Features

+ Marvell® ARMADA® 88F8040 high-performance quad-core
System-on-Chip processor

* 1 x 288-pin DIMM, DDR4 2400 MHz, 16GB (ECC)

+ 2 x 10GbE SFP+ via Marvell® ARMADA® 88F8040,
4 x GbE RJ-45 via Marvell 88E1512P

*+2x USB 3.2 Gen 1 (5Gb/s), 1 x RJ-45 console, 1 x M.2 B key
(SATA & USB 3.2 Gen 1 (5Gb/s)) with SIM holder

* 1 x PCle x16 slot (PCle x2 signal)

1U

Marvell® ARMADA® 88F8040 high-performance quad-core System-on-Chip processor, 2.0GHz
Integrated in CPU

DDR4 2400 MHz ECC/Non-ECC/RDIMM

Up to 16GB

1 x 288-pin DIMM

« Configurable packet processor

* HW offload for networking

« Acceleration engines for storage, networking and security
« Public Key Processor (RSA/DH/ECC)

« Secure Storage

« Secure boot

N/A

1 GbE PHY: Marvell 88E1512P
10GbE PHY: SoC Marvell 88F8040

2 x 10 GbE SFP+, 4 x 1GbE RJ-45 LAN ports
N/A

1 x PCle x16 (FHHL) slot PCle 3.0 x2 signal
N/A

1x M.2 B Key (3042/2260) (SATA 3.0 and USB 3.2 Gen 1)
Support SATA SSD or 4G LTE module (USB signal)

1 x 2.5" SATA HDD/SSD bay support SATA 3.0 (6 Gbps)
32GB

N/A

2 x USB 3.2 Gen 1 (5Gb/s)

1 x RJ-45

N/A

2xUSB 2.0

1 x Power switch

1 x Reset button

100V ~ 240V

ATX Power 250W

90V~264V AC

1 x Active CPU heatsink with fan
2 x Cooling fans with smart fan

1 x Antenna hole

-20°C ~ 75°C (-4°F ~ 167°F)
0°C ~ 40°C (32°F ~ 104°F)

5% ~ 90% non-condensing

430 x 320 x 44.2

5kg

CE/FCC/RoHS

Linux Ubuntu 16.04.04

N/A

1 x Power LED, 1 x Storage LED, 1 x Alert LED
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Network Appliance Solution

Ordering Information

Part No. ‘ Description

‘ PUZZLE-M801-A1-R10
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1U Rackmount Network Appliance with Marvell Armada 8040 processor, one DDR4 slot, four 1GbE, two 10GbE via SFP+, one
PCle expansion, RoHS

1U Rackmount Network Appliance with Marvell Armada 8040 processor, 8GB DDR4, one 256GB SSD, four 1GbE, two 10GbE ‘

Al s bl AR via SFP+, one PCle expansion, RoHS

Packing List

PUZZLE-M801-A1 PUZZLE-M801-A1/8G
Power cord 1 1
‘ Rack mounting ears 2 2 ‘
‘ Screws for rack mounting ears 6 6 ‘
‘ USB to console cable Option 1 ‘
‘ RS-232 to console cable 1 Option ‘
Options
Item ‘ Part No. ‘ Description
‘ USB to console cable 32013-004000-100-RS ROUND CABLE; LAN CABLE; FTDI Console Cable; 2; 1800MM; (A)USB A TYPE 4P

MALE+PCB:FTDI_FT232RL; (B)RJ-45 8P8C; RoHS
ROUND CABLE; RS-232/422/485; PUZZLE RS-232 Cable; 2; 500MM; 24AWG; (A)

‘ RS-232 to console cable 32005-005100-100-RS D-SUB 9P MALE+#4-40 Screw; (B)RJ-45 PLUG 8P8C; ONE PCS PKG; TC&C; RoHS
IO Interface
4 x 1GbE
RJ-45 Ports
RJ-45
Reset Button Console Port Power Switch Antenna Port

Status LED (Power, 2 x 10GbE 2 x USB 3.2 Gen 1 Power Inlet System Fan PCle Expansion Slot
Storage and Alert) SFP+ Ports Type A Ports Venting Holes

Dimensions (Unit: mm)
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