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Display

The RD15HD multifunction display allows the operation at nearly all ambient conditions. The rugged metal housing was designed 
especially for the installation in protected vehicles. Customized mounting systems (optionally available) offer a wide range of 
applications.

full rugged 15.6“ display

Technical specifi ca� on
Display 15.6” SFT-TFT LCD with LED Backlight

• hardened, scratch resistant
• Multi-Touchscreen (capacitive)
• SD 525i/625i (60 Hz), HD 720p (25, 30, 50, 60 Hz), 
   HD 1080i (50, 60 Hz), HD 1080p (25, 30, 50, 60 Hz)

Resolu� on native HD 1080 1920 x 1080 pixel

Format 16:9

Display colours up to 16.7 million (8 bit / colour)

Viewing angle vertical: ± 88°
horizontal: ± 88°

Contrast 750:1

Luminance max.: up to 1200 cd/m²
min.:  0.37 cd/m²

Reac� on � me 25 ms (Ton+Toff)

Cer� fi ca� on IP65, MIL-STD 810G, VG96912, VG95373,
MIL-STD 461F/G on request

Housing milled aluminum housing

Colour military green (RAL 6031 HR)

Dimensions 435 mm x 314 mm x 66 mm

Weight ca. 6 kg
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RD15HD

Factory Op� ons
 

• 8 programmable function keys (e.g. F1-F8)

Op� ons
 

• additional SDI or CVBS inputs 
• video overlay marking 
   for approx. vehicle with a distance of 1, 2, 3, 4 m
• CAN Bus version 2.0B (SAE J1939), protocols CAN-Open or
   CAN-CUP for advanced camera control and build in test
• all interafces as standard connectors
• front USB port (standard USB Type A)
• built in stereo speakers
• display mounting:
 - e.g. for vehicle installation
 - RD15HD StandUnit

MIL-STD 810F opera� ng storage
Temperature
Method 501.4 & 502.4, (Procedure I, II) -32°C to +65°C -32°C to +80°C

more technical specifi ca� ons
 .

• Backlight Brightness adjustment keys
• Keypad for mouse interface
• Night Vision Goggle compatibility
• OSD menue via top control
• DC-Input 18 - 32 VDC (24 VDC) / 35 W (according VG96916)

Interfaces
 

• 1x 3G-SDI
• 1x VGA
• 1x DP-DVI
• 1x MIL DC-In
• op� onal 1x CVBS (PAL and NTSC)

RD15HD rear side MIL interfaces

All roda displays from RD series support the remote func� on (RD-DVI).
With remote func� on you can turn on the RD series display and the connected Rocky® unit by only pressing the power bu� on of 
the display. Also USB device signals like keyboard and mouse, which are connected to the RD displays USB-port, will be send via 
the display signal to the Rocky® unit.


