
RD10 - GVA

Technical Data
Display 10.4” TFT colour display (26.4 cm visible screen size),

LED backlight

Resolu  on XGA 1024 x 768 pixel

Format 4:3

Display colours displays up to 16.7 million colours or 256 levels of grey

Viewing angle vertical: 80° / 40°
horizontal: 160°

Contrast 1200:1

Luminance typ. 1000 cd/m²

Reac  on  me 25 ms (Ton+Toff)

Cer  fi ca  on IP65, MIL-STD 810G, MIL-STD 461F

Case rugged aluminium case

Colour gloss white, other colours on request

Dimensions 305 mm x 252 mm x 29 mm

Weight ca. 2.1 kg (without custom conenctors rear side)

Anhanced Temperature Range

The RD10 enhanced temperature range has been designed according to the GVA standard for use inside 
armoured vehicles. With the enhanced temperature range operations even within the harshest 
environmental conditions are possible. The high brightness display and the keyboard with backlight allow 
easy use in bright and dark surroundings. The connectors can be customized according to the specific 
requirements.
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RD10 - GVA

MIL-STD 810F Opera  ng Storage
Temperature
Method 501.4 & 502.4, (procedure I, II) -46°C to +60°C -46°C to +71°C

Vibra  on
Method 514.5, category 20 5 - 500 Hz, 1 g 5 - 500 Hz, 1 g

Shock 
Method 516.5, (procedure I)

• 15g, 3ms 100 hits 
    ver  cal, half sine
• 100g, 0,5ms 3 hits 
    per axis, half sine
• 25g, 6ms 3 hits 
    per axis, half sine

• 15g, 3ms 100 hits 
    ver  cal, half sine
• 100g, 0,5ms 3 hits 
    per axis, half sine
• 25g, 6ms 3 hits 
    per axis, half sine

Interfaces
 

Internal:
• VGA
• DVI
• S-Video
• Component Video
• HDMI
• USB
• DC-In (12V)

External:
• No specification:
   connectors at rear side are full customizable
   e.g. all internal available interfaces can be put out as standard 
   or MIL grade connectors

Op  ons & Accessories
 

• Touch screen
• Stylus pen for touch screen
• Customized connectors
• Connecting cables
• AC/DC adapter

more technical informa  on
 

• function keys according to GVA:
   F1 - F20 + additional functional area selection buttons
• keyboard backlight
• dimmable backlight to 10%
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